Above Ground Pipe Fittings - Branches m BIM available

Single Branches 45° Single Branches 88°
(mm) (mm) (mm) (mm) (mm) (kg) Code (mm) (mm) (mm) (mm) (mm) (kg) Code
50 50 115 115 160 1.4 664004 50 50 66 80 145 0.9 663024
70 50 130 130 170 1.6 663034 70 50 72 90 155 1.4 663054
70 70 145 145 200 2.3 663064 70 70 83 95 180 1.7 663084
100 50 150 150 180 2.5 663094 100 50 76 105 170 2.1 663114
100 70 170 170 215 3.3 663124 100 70 88 110 190 2.4 663144
100 100 190 190 260 4.2 663154 100 100 105 115 220 2.9 663174*
125 50 170 170 190 3.4 663184 125 50 82 120 180 3.0 663204
125 70 185 185 225 4.3 663214 125 70 93 125 200 3.4 663234
125 100 210 210 270 5.2 663244 L 125 100 110 130 235 4.0 663264
125 125 230 230 305 6.4 663274 x1 125 125 123 135 260 4.6 663294
150 70 205 205 235 5.6 663334 150 50 100 140 200 4.4 663324
150 100 225 225 280 6.8 663364 150 100 115 145 245 5.5 663384
150 125 245 245 315 8.0 663394 150 125 128 150 275 6.2 663414
150 150 265 265 355 9.2 663424 150 150 142 155 300 6.9 663444
200 70 235 240 250 8.1 663484 200 200 205 210 380 10.1 234752
200 100 260 260 300 10.0 663514 d = connecting branch dia * Product code 663174 is available with a 250mm long spigot.
200 125 280 280 335 11.9 663544 When this is required specify code 664454
200 150 300 300 375 12.4 663574 Double Branches 45°
200 200 340 340 455 17.2 663604 Nom Weight| Product
250 100 305 305 320 15.4 663634 (mm) (mm) (mm) (mm) (mm) (kg) Code
250 125 330 330 365 17.7 664504 100 100 70 190 260 5.1 100260
250 150 350 350 405 20.4 664514 125 100 60 220 280 6.5 237737
250 200 380 380 470 25.1 663644 150 100 55 225 280 8.2 661444
250 250 430 430 560 315 663654 d = connecting branch dia
300 100 345 345 350 19.0 663664
300 125 360 360 375 22.2 664524
300 150 380 380 415 23.0 664534
300 200 415 440 485 34.0 664444
300 250 465 465 580 421 663674
300 300 505 505 660 50.1 663684
400° 300 555 565 660 60.0 663694 Double Branches 68°
* 400mm dia single branch is available on request (mm) (mm) (mm) (mm) (mm) (kg) Code
100 100 85 130 215 35 663864
) 125 100 85 145 225 5.0 663954
| & d = connecting branch dia
<[ d
x1
Single Branches 68° x2
(mm) (mm) (mm) (mm) (mm) (kg) Code
50 50 80 80 135 0.9 663014 Double Branches 88°
70 70 100 100 170 1.6 663074 (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg) Code
100 50 110 100 155 1.9 663104* 100 50 50 94 94 105 170 2.2 663814
100 70 110 120 180 2.3 663134* 100 70 70 102 102 110 190 2.7 663844
100 100 130 120 180 3.0 663164 100 100 100 115 115 115 220 3.2 663874
125 50 110 120 165 2.7 663194* 150 100 70 130 112 145 245 6.0 664184
125 100 140 145 225 4.8 663254 150 100 100 130 112 145 245 5.9 664084
150 100 150 155 235 5.3 663374* d = connecting branch dia
d = connecting branch dia x1 ;
* obsolete
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