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Boss Pipes 88º

a

b

ld

c

a

b

ld

c

a

b

ld

c

a

b

ld

c

d = connecting branch dia

Reducers

*400mm dia pipe is available on request
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	 Pipe Dia 	 a	 l	 Nom Weight 	 Product 
	 (mm)	 (mm)	 (mm)	 (kg)	 Code

	 70	 50	 75	 0.5	 662504

	 100	 50	 80	 0.9	 662514

	 125	 50	 85	 1.4	 662534

	 150	 50	 95	 2.0	 662564

	 100	 70	 85	 0.9	 662524

	 125	 70	 90	 1.5	 662544

	 150	 70	 100	 2.1	 662574

	 125	 100	 95	 1.5	 662554

	 150	 100	 105	 2.2	 662584

	 200	 100	 115	 4.1	 662604

	 150	 125	 110	 2.2	 662594

	 200	 125	 120	 4.1	 662614

	 200	 150	 125	 4.3	 662624

	 250	 150	 135	 6.8	 662634

	 300	 150	 150	 9.7	 662494

	 250	 200	 145	 7.0	 662644

	 300	 200	 160	 11.4	 662714

	 300	 250	 170	 12.4	 662724

	 400*	 300	 180	 15.1	 662444

	 Pipe Dia 	 Boss	 a	 b	 c	 d	 l	 Nom Wt	 Product 
	 (mm)	 Type	 (mm)	 (mm)	 (mm)	 (mm)	 (mm)	 (kg)	 Code

	 50	 B	 68	 72	 74	 2” BSP	 140	 1.0	 240581

	 70	 B	 71	 74	 74	 2” BSP	 145	 1.2	 663054B

	 100	 B	 75	 75	 75	 2” BSP	 150	 1.9	 663114B

	 100	 DB	 75	 75	 75	 2” BSP	 150	 2.3	 663114DB

	 100	 CB	 75	 75	 75	 2” BSP	 150	 2.2	 663114CB

	 150	 B	 88	 88	 104	 2” BSP	 175	 3.8	 232746

	 150	 DB	 88	 88	 104	 2” BSP	 175	 4.8	 237738

B (Bossed) CB (Corner Bossed)

DB (Double Bossed)

End Caps — Blank Ends
	 Pipe Dia 	 l	 Nom Weight	 Product 
	 (mm)	 (mm)	 (kg)	 Code

	 50	 30	 0.2	 665504

	 70	 35	 0.4	 665514

	 100	 40	 0.5	 665524

	 125	 45	 1.1	 665534

	 150	 50	 1.7	 665544

	 200	 60	 3.1	 665554

	 250	 70	 6.0	 665564

	 300	 80	 9.5	 665574

	 400*	 82	 17.0	 665594
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End Caps — Tapped
	 Pipe Dia 	 Tap Dia	 l	 Nom Weight 	 Product 
	 (mm)	 (mm)	 (mm)	 (kg)	 Code

	 50	 40 (11/2”)	 30	 0.2	 665504TE

	 70	 50 (2”)	 35	 0.4	 665514TE

	 100	 50 (2”)	 40	 0.5	 665524TE

	 150	 50 (2”)	 50	 1.7	 665544TE

	 200	 50 (2”)	 60	 3.1	 665554TE
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End Caps — Plug

Downpipe Supports
	 Pipe Dia 	 x	 d	 l	 Nom Weight 	 Product 
	 (mm)	 (mm)	 (mm)	 (mm)	 (kg)	 Code

	 50	 96	 87	 200	 1.3	 661544

	 70	 96	 106	 200	 1.6	 661554

	 100	 96	 145	 200	 2.3	 661564

	 125	 96	 170	 200	 3.3	 661574

	 150	 96	 105	 200	 4.0	 661584

	 200	 96	 245	 200	 7.2	 661594

	 250	 146	 340	 300	 14.0	 661604

	 300	 146	 390	 300	 25.7	 661614
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For use with Stack Pipe Support Bracket. (See pages 24 and 68-69 for details)

Bearing Rings
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*on request

	 Int Pipe Dia 	 a	 b	 c	 d	 Nom Weight	 Product 
	 (mm)	 (mm)	 (mm)	 (mm)	 (mm)	 (kg)	 Code

	 50	 193	 25	 33	 61	 0.8	 666314

	 70	 214	 26	 33	 81.5	 1.0	 666324

	 100	 250	 28	 33	 115	 1.3	 666334

	 125	 275	 28	 33	 138	 1.5	 666344

	 150	 301	 30	 33	 163	 2.0	 666354

	 200	 360	 30	 36	 215	 3.0	 666374

	 250	 442	 34	 40	 280	 5.6	 227152

	 300	 495	 39	 40	 332	 7.4	 227153For 50-150 dia pipes

For 100-125 dia pipes

For 150-200 dia pipes

For 200-300 dia pipes

	 Pipe Dia 	 a	 b	 d	 d	 e	 Nom Wt	 Product 
	 (mm)	 (mm)	 (mm)	 (mm)	 (mm)	 (mm)	 (kg)	 Code

	 100	 179	 122	 86	 24	 25	 1.3	 664804

	 125	 204	 145	 86	 24	 25	 1.8	 664814

	 150	 200	 —	 85	 24	 25	 2.7	 664824

	 200	 248	 —	 71	 24	 25	 3.7	 664834a
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BIM availableAbove Ground Pipe Fittings - Miscellaneous BIM available Above Ground Pipe Fittings - Miscellaneous


